
3/8" S/S ANCHOR BOLTS

 48" MIN

0.2' MIN

3' MIN

30" MIN

CITY STANDARD RING AND COVER SEE DETAIL 6005

CORE DRILL AND GROUT PIPE

IN PLACE WITH SAND COLLAR

STAINLESS STEEL STRAPS MAX. 3'-0"

O.C. EVENLY SPACED

1 PIECE 8" PVC FROM TEE TO BEND

8" 90° BEND, PVC

ENCASE IN CONCRETE

DROP TEE TO BE INSTALLED MINIMUM OF 3' BELOW CONE SECTION UNLESS OTHERWISE

APPROVED.

INSIDE DROP MANHOLE SHALL BE INSTALLED ONLY WHERE APPROVED BY THE CITY

NOTES:

RELINER-DURAN DROP

BOWL DESIGN OR EQUAL

CONE SECTION

PRECAST RISER

SECTION

BASE SECTION

OUTLET

COMPACTED FOUNDATION

GRAVEL OR 

3

4

" MINUS CRUSHED

ROCK

CAST CHANNEL WITH 3000

PSI, CHANNEL 3/4 UP PIPE, NO

GRAVEL OR BLOCK FILLERS

PVC PIPE

1.

INSIDE DROP CONNECTIONS SHALL NOT BE USED IN MANHOLE STRUCTURES

LESS THAN 15' DEEP.

THE CITY MAY REQUIRE A LARGER MANHOLE WHEN THERE IS POTENTIAL FOR

MORE THAN ONE INSIDE DROP CONNECTION.

2.

3.

4.

CITY STANDARD MANHOLE SEE DETAIL 6001
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Alteration of this drawing is prohibited. Any approval of an altered
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